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NOTE:
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NOTES:
1. FLOW RATE: 28 SITES @ 65 GPD PER SITE. TOTAL GALLONS PER DAY 1820.

2. FIELD SIZE: 1820 GAL/DAY x 0.75 GAL/DAY/SQ FOOT = 2440 SQ FOOT.

3. REMOVE EXISTING TOP SOIL AND ORGANIC MATTER.

4. CONFIRM 4.0° OF CLEAN SAND BENEATH PROPOSED TILE FIELD

5. ALL MATERIAL TO BE REUSED SHALL BE FREE OF TOP SOIL/TREE ROOTS AND

ANY ORGANIC MATTER.
FIELD LOCATED.

EXACT LOCATION OF SANITARY DUMP STATION SHALL BE

6. ALL PIPE SHALL BE 4" OR 6" PVC SCHEDULE 40 OR ASTM 3034 SDR35.

7. OWNER SHALL PROVIDE TILE FIELD PROTECTION TO PREVENT VEHICLE TRAFFIC
OVER FIELD.

8. SUBMERSIBLE SEWAGE PUMP SHALL BE 1/2 HP, 115V, SINGLE PHASE WITH 2"
DISHCHARGE.
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REMOVE EXISTING TOP SOIL AND ORGANIC MATTER.

CONFIRM 4.0° OF CLEAN SAND BENEATH PROPOSED TILE FIELD

ALL MATERIAL TO BE REUSED SHALL BE FREE OF TOP
SOIL/TREE ROOTS AND ANY ORGANIC MATTER. EXACT
LOCATION OF SANITARY DUMP STATION SHALL BE FIELD
LOCATED.

ALL PIPE SHALL BE 4" OR 6" PVC SCHEDULE 40 OR ASTM
3034 SDR35.

OWNER SHALL PROVIDE TILE FIELD PROTECTION TO PREVENT
VEHICLE TRAFFIC OVER FIELD.
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